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Strada -> Pista expansion

Strada Logger

19.3 [0.76]

UPPER FIXING POINTS 
2x DIAM. 3.2mm
THROUGH HOLES

24.8 [0.98]

6 [0.24]

6 [0.24]

54.8 [2.16]

24.5 [0.96]
24.1 [0.95]

11.4 [0.45]

55.5 [2.18]

7.8 [0.31]

SIDE FIXING POINTS
2x M3 THREADED 
HOLES DEPTH 5mm 

23.4 [0.92]

24.4 [0.96]

18 [0.71]



Technical specifications

Part numbers

X08MMD020SL

X08HB2GK1

X40GPS090130

X40GPS090200

X40GPS090400

Strada Logger with 20 cm cable

Two ways Data Hub without integrated external power

GPS09c with 1,3 m cable

GPS09c with 2 m cable

GPS09c with 4 m cable

Strada Logger, Race Studio 3 software freely downloadable from AiM web site

In the box

Cable length 

Weight

 20/40 cm 

 103 g

Max power consumption 

Dimensions

50 mA 

55.5 x 78.2 x 18 mm

SD Card 

Waterproof

Supports up to 32 GB 

IP65
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Strada Logger

Accessories

X08MMD040SL Strada Logger with 40 cm cable
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5 pins Binder 712
male connector

front view

1 - CAN High
2 - GND
3 - +Vb
4 - CAN Low
5 - nc
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5 pins Binder 712
male connector

Pinout
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