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Technical specifications
Sensor compatibility = Bosch LSU 4.9

Power supply voltage 9+15V

Power supply current 50 mA + sensor heater typical current 750 mA up to 2 A on cold sensor

Reaction time Less than 10 msec
Material Latigloss 57
Dimensions 434x30x 184 mm
Weight 709

Waterproof IP67
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Connections
LAMBDA SENSOR
BOSCH Cod. 1 928 404 669 female
connector external view
@ 1P+
®@ IP-IVS

"L

O
@1+
@ Rcal

@ VS+

GND Lambda cable length 40 cm m
BLACK WIRE

Power cable length 100 cm

% _ CAN cable length 90 cm
L 5)

12V POWER INPUT
RED WIRE

7 pins Binder 712 O
female connector external view
@ usBD+
@ usso- LCU1S Open
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7 pins Binder 712
male connector external view
USB D+
g USBD P.N. V02551690
o
@@ @@ ® nc | o—é—> .
@ @ @ ne Harness 7M712 USB 30cm
@ ® GND

@ nc
@ nc

7pins Binder 712

male connector external view BLACK

GND
@ nc
@ nc CAN cable Open without Power - 7M712-FW WHITE
@@ @@ (® CAN Low L CAN High
CAN High
O~G (C?) o 9 P. N. V02543060 (200 cm) \
@ P. N. V02543070 (400 cm) BLUE

® nc CAN Low
@ nc

EXTERNAL POWER SUPPLY IS ALWAYS REQUIRED
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Part numbers

X08LCU1SOCO LCU1S Open no cable no Lambda probe

X08LCU1S0C200 LCU1S Open kit 1
(includes: LCU1S Open + CAN cable Open without Power - 7M712-FW 200 cm + BOSCH LSU 4.9 Lambda probe
+ Thread iron ring for installation)

X08LCU1S0C400 LCU1S Open kit 2

(includes: LCU1S Open + CAN cable Open without Power - 7M712-FW 400 cm+ BOSCH LSU 4.9 Lambda probe
+ Thread iron ring for installation)

Accessories/spare parts

X05LSU490 BOSCH LSU 4.9 Lambda probe

LBS552680 Thread iron ring for installation

V02543060 CAN cable Open without Power - 7M712-FW 200 cm
V02543070 CAN cable Open without Power - 7M712-FW 400 cm
V02551690 Harness 7M712 USB 30 cm
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